
National Software Certification Enterprise

UniMAT has won a number of National Invention Patents

CE certification for all UniMAT products

UniMAT R&D, Design, and Productions conform TUV ISO9001:2008 Management system 

Launched UN300 TC and RTD modules, Completed the distribution

system of the important market.

Launched CP 341,UN 120 series PLC,CPU314 ect,Affirmed National 

Hi-Tech Enterprise

2014

2014

Launched Servo, HMI, VFD products line, and propose products 

Customized Service.

2015 Servo series launched this year

2015

2016

2016 HMI series launched this year



Brazil

Morocco

Sril Lanka

Sales and Service Network

Personnel Mien

Reception

       Innovation is our drive to move ahead.UniMAT has strong innovation,first-class and modern 
research environment. 35% of our employees and more than 10% of annual sales are involved 
with R&D.
       Quality is our top piority. UniMAT has modern Industrial production enviroment. Our products 
are strictly operation under ISO9001:2008 from design, research to production. UniMAT has great 
reputation in China industrial Automation.Every year, in all kinds of authoritative automation exhi-
bitions,industry trade shows, product promotion fairs and technical seminar, you can see our brand 
every where. 

         UniMAT provides the total automation solutions and products for customers all over the world.

We have a complete sales and after-sales networks in China and now,our products have been sold to 

over 30 countries.



training,consulting,technical support

           UniMAT puts customers first,and devotes itself to create add-value that exceeds 

customers’ expectation.UniMAT is so far the only enterprise that offers 3-year warranty 

in automation industry.

punctual delivery,technical 
support.
after-sale service



    UN 300 series medium programmable logic controllers mainly face to the field of automatic process control and industrial auto-
mation equipment control, and satisfy the requirement of medium and large scale system. Products use modularization design, the 
series include CPU, Digital Module, Analog Module, Thermal Couple and Thermal Resistance Module, Bus Interface module, Com-
munication Module, Power Supply and related accessories etc. full set PLC products. It can provide customers with simple, easy-to
-use, flexible, comprehensive automation control system solutions. Products have a perfect performance, stable, low mating cost, 
it’s an ideal choice for vast project and OEM.

UN�300�Series�Medium�PLC

2.  General Technical Specifications

1.  Overview of UN 300 Series Medium PLC

UN�300�series�PLC�general�technical�specification
Module�transportation�and�storage�condition -40℃�to�70℃

Working�environment�temperature
Horizontal�installation�position:�-10℃�to�70℃
Vertical�installation�position:�-10℃�to�40℃

Relative�humidity 5%�to�95%,�non�condensing�

Protection�level Protection�level�of�IEC�60529:�IP�20�

·24V�DC�Circuit
·230V�AC�Circuit

Isolation
Test�voltage�500V�DC
Test�voltage�1460V�AC

Electromagnetic�compatibility

Accord�with�EMC�the�requirements�of�regulations�
Noise�suppression,�accord�with�IEC�61000-6-2
Testing�accord�with:�
IEC�61000-4-2,�61000-4-3,�IEC61000-4-4,�IEC61000-4-5,�IEC�61000-4-6

Mechanical�level
·vibration,�testing�condition�is�accord�with

IEC�60068,�Part2-6/10�up58Hz;
Constant�amplitude�0.075mm;
58~150Hz;�constant�accelerated�speed�1g;
Vibration�period:�in�every�direction�of�three�mutually�orthogonal�axis,
�every�axis�is�10�vibration�period.

UN�300�series�CPU�module

CPU�314-2PtP

High-speed,�convenient�,�high-capacity

CPU�314-2PtP�is�the�CPU�of�UN300�series�PLC.�Its�development�is�based�on�advanced�
technology�platform,�and�using�innovative�design�philosophy;�Processing�speed�is�very
�fast,�easy�to�use,�and�has�a�perfect�performance�in�storage�capacity�and�compatibility.�
Itʼs�small�in�size�and�has�a�compact�structure.�Itʼs�applied�to�medium�program�and�
applications�which�have�a�higher�requirement�to�processing�capacity�and�respond�speed.

·�Fast�processing�speed,
���BIT�processing�speed�0.05μs,�fixed�point�arithmetic�processing�speed�0.06�μs,�floating�point
���arithmetic�processing�speed�0.20�μs,
·�Easy�to�use,
���Standard��Micro-USB�interface,�supporting�download�program�directly�by�USB,�
���there�is�no�need�to�buy�adapter,
·�Bigger�storage�capacity�,�more�storage�choice,
���Built-in�1M�program�storage�space,�there�is�no�need�to�buy�MMC�card,
���It�integrates�plug-pull�TF�interface,�and�can�upgrade�firmware,�supporting�4GB�capacity�at�most,
·�Good�compatibility,�
����It�can�compatible�with�industrial�universal�products�in�software,�hardware�and�communication
����field,�achieving�interconnect�and�interworking.

Characteristics:
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UN300 Analog Expansion Module

UN300 Communication Module

UN300 Bus Interface Module

PS307 Power

UN300 Special Accessories

UniMAT Common Accessories

Profibus Connectors

Profibus Cable 

UN300 series PLC

UN300 CPU

UN300 Digital Expansion Module

10-14

15-18

19-23

24-18

25

26

27-28

73

73

UN200 CPU

UN200 Digital Expansion Module

UN200 Analog Expansion Module

UN200 Temperature Collecting Module

UN200 Communication Module

Small PLC Common Accessories

UN200 series PLC
29-36

37-44

45-50

51-52

53-54

55-56

UN120 CPU

UN120 Digital Expansion Module

UN120 Analog Expansion Module

UN120 Temperature Collecting Module

UN120series Economical PLC
57-62

63-66

67-70

70-72

UN 300 Series PLC



Memory/�Back-up

Working�memory

No�battery;�built-in�FLASH�to�keep:�program�and�data�

Model� CPU�314-2PtP�

Built-in����� 128�KB
Expandable� No

Loaded�memory
Built-in�(flash)���� 1�MB
Plug-pull�(TF�card)� 32�GB�(maximum)

Backup

Interface�characteristics

Directly�connecting�PC�to�download�usersʼ�program�Micro-USB

MPI�communication�

Point��to��point��RS485��serial��communication�

1.�Upgrade��firmware;�2.�Load��storage�;�3.�Data�storage�

DB9�(×1)

TF

CPU/�processing�time

0.05�μs�Bit�instructions,�minimum

0.06�μs�

0.06�μs�

0.20�μs�

Word�instructions,�minimum

Integer�math,�minimum

Floating�-point�math,�minimum

Timer�counters�and�their��holding�property

Counters
256�����

Adjustable;�Reset:�C0~C7
Lower�limit:�0;�Upper�limit:�999����

Quantity��
Retentives
Range�of�counter����

IEC�counters
Yes�
SFB����

Availability��
Type����

Timers
256�����

Adjustable;�Reset:�without�retentivity
Lower�limit:�10ms;�Upper�limit:�9990s����

Quantity��
Retentive
Range�of�timer����

IEC�timers
Yes�

SFB;�no�quantity�limit,�only�be�limited�by�working�storage����
Availability��
Type����

Data�ares�and�their�retentive�characteristics

Mark
256�bytes����

Adjustable;�Reset:�MB0�~�MB15
8(1�memory�byte)����

Quantity��
Retentive
Quantity�of�timer�storage����

Data�blocks
1024;�DB1�~�DB16000����

64�KB
Adjustable;�not�retained�features�by�DB��

Quantity,�maximum��
Capacity,�maximum�
Retentive

32�KB���Every�priority,�maximum����Local�data

Address�area�(I/O)

OBs

Model� CPU�314-2PtP�
Loop�block
Day�clock�interrupt�block�

maximum����

CPU/�blocks

DBs
1024,�range�of�figure:�1~16000

64�KB
Quantity,�maximum
Capacity,�maximum���

FBs
1024,�range�of�figure:�0~7999

64�KB
Quantity,�maximum
Capacity,�maximum�

FCs
1024,�range�of�figure:�0~7999

64�KB
Quantity,�maximum
Capacity,�maximum�

OB�1
OB�10

Delayed�interrupt�block
Loop�interrupt�block�
Hardware�interrupt�block
Diagnosis�interrupt�block
Fault�response�block
Re-initiate�block�
Synchronization�error�response�block�

OB�20,�OB�21
OB�32,�OB�33,�OB�34,�OB�35

OB�40
OB�82

OB�80,�OB�85
OB�100

OB�121,�OB�122

Address�area
1024�bytes
1024�bytes

Input�
Output�

Process�image�
1024�bytes
1024�bytes

Input
Output�

Digital�channels
1024
1024

Input�
Output

Analog�channels
256
256

Input�
Output

4Rack,�maximum

Configuration

8I/O�module�quantity��rack,�maximum

Time�

Timer�
Yes�
Yes�
10�s

Hardware�timer�
Buffer��
Error�for�every�day,�maximum��

1
0

0�~�2����hours�(when�using�SFC�101)

Quantity�
Number
Range�Value

1�hour
Yes;�need�to�reclock�when�restarting��

Selectivity�
Retentive

Operation�hours
counter

YesSynchronization�with�upper�computer�time

Testing�and�commissioning�functions

Yes�
Inputs,�outputs,�flags�bit,�DBs,�times,�counters�

30

Status/control�variable�
Variable�
Variable�number,�maximum

30
14

Monitor�variables,�maximum��
Modify�Variables,�maximum

Monitor�function

Force�
Yes�

Inputs,�outputs
10

Supporting��
Variable�
Number,�maximum

Diagnostic�buffer

Yes�Availability

500Number�of�entries,�maximum�

NoAlterable

11 12

DB9�(×2)

31

UN 300 Series PLCUN 300 Series PLC
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Basic�communication�

Model� CPU�314-2PtP�

YesSupporting�

Interface�1
Built-in�RS�485�interface�

No
15�~�30�V�DC,�maximum:�200�mA

Interface�type��
Isolation
Interface�power

Functionality��
Supporting

2
187.5�kbps

MPI��
Connection�quantity
Transmission�rate,�maximum

Interface��2
Built-in�RS�485�interface

Yes�
Interface�type�
Isolation

Functionality�
No
Yes�

MPI�
Point�to�point

CPU/�programming�

Compatible�IEC�61131-1Programming�language

8Nesting�levels

User�program�security/�password�protection Yes�

System�function�(SFC) SFC�(0,�1,�2,3,�4,�5,�6,�20,�21,�28,�29,�30,�31,�32,�33,�34,�36,�37,�38,�39,�
40,�41,�42,�43,�44,�46,�47,�49,�50,�52,�64,�65,�66,�67,�68,�69,�101)

SFB�(0,�1,�2,�3,�4,�5)System�function�blocks�(SFB)�

Physical�property

Dimension�(W�×�H�×�D) 40�×�125�×�120�mm

Power�Supply�characteristics

24�VDCPower�supply

Pemissible�range,�lower�limit�(DC)� 18.0�V

Pemissible�range,�upper�limit�(DC) 28.0�V

External�fusing�for�supply�lines�(recommendation) Minimum�3A

650�mAPower�supply�at�power�L+,�maximum

Power�consumption,�typical�value 4�W

Order�NO. UN�314-2AG14-0AB0

Inrush�current,�typical�value 3.5�A

Structure�Diagram

CPU314-2PtP

+++++++++++++++++++++++++++++++L+

M D
C

 2
4
V

X1

USB TF

STOP

RUN

SF

STOP

RUN

FRCE

DC 5V

MAINT

UN

X2

300 PLC

 

+++++++

State�and�fault�LEDS

Micro�USB�Interface

D 9�interface�×1�(MPI)

Power�terminal�

Switch�

TF�card�slot

D 9�interface�×2�(free�port,�
integration�Modbus�)

X1,�X2�Db9�Interface�Description

1��
2
3
4�
5

6

7�
8
9�

X1�PIN�definitionX1,�X2�D�B9�interface�description PIN�NO. X2�PIN�definition

24�V�return�(RS-485�logic�ground)�
RS-485�signal�B�
RTS�(TTL�level)
5V�power�ground�terminal

24V�power
RS-485�signal�A�

Ground�connection�

External�5V�powerʼs�supply�
positive�pole�

RS-485�signal�B�

5V�power�ground�terminal

RS-485�signal�A�

External�5V�powerʼs�supply
�positive�pole�

B
B

UN 300 Series PLCUN 300 Series PLC
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1,000m (Shielded), 600m (Unshielded)

Digital

Galvanic isolation

Betewwn the channel and backplane bus

Betewwn the channels，in groups of 

UN 300 Series PLCUN 300 Series PLC
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1,000m (Shielded)
600m (Unshielded)

1,000m (Shielded), 600m (Unshielded)

8DO,24V DC;Transistor-
output  Optical  isolation  
with high immunity,stable

16DO,24V DC;Transistor-
output  Optical  isolation  
with high immunity,stable

16DO;Relay output
Optical isolation with high 
immunity,stable

32DO;24V DC;Transisto-
routput;Optical isolation 
with high immunity,stable

From bus current 
consumption 50mA 80mA 100mA 90mA

Digital input

Output Short-circuit protection

Voltage limit that causing 
circuit dropout

Contact machine lifetime

Contact electric lifetime
(rated load voltage)

Total output current
(per group)

The wiring diagram,please check previous page

16DI,16DO,24 VDC    
Transistor output;Optical isolation
with high immunity

connection
Galvanic isolation

the

the
in groups of

Galvanic isolation

the

the
in groups of

UN 300 Series PLCUN 300 Series PLC
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Remark: UN331-7PF01-0AB0, UN331-7PF11-0AB0 are dedicated Temperature Measurement Modules, support more types 

                RTD/TC, have goodchannel to channel isolation and temperature compensation functions, suitable for bad situation

                and high accuracy field. 
U 300 TC & RTD ModulesN

U 300 Analog ModulesN

Optocouple isolation with

External Mechanical range Switch
can improve the measurement sta
-bility at the most. 

Optical Isolation with high Immunity

The Current input with overcurrent
protection

Resolution: 16bits

Supports many kinds sensors

Low power consumption, 

small heat, Operation

8AI TC Temperature Meas

-urement Module Resoluti

-on 16bits

Support voltage range: +/- 150mV

Support wide range of env

-ironment temperature Int

-errupts

Yes

conversion accuracy

using this function when 
choosing U type

(Operating limit over entire temperature range)

set up parameters per group

can set up parameters

Isolation
the

the

UN 300 Series PLCUN 300 Series PLC
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Support wide range of environment  temperature
Tolerance:Voltage output: ±0.5%, Current
output: ±0.6%

Support wide range of environment  temperature
Tolerance...Voltage output: ±0.5%, Current
output: ±0.6%

conversion accuracy

Operating limit over entire temperature range

display 

No-load

the
the

the bus

UN 300 Series PLCUN 300 Series PLC
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U 300 Communication ModuleN

Customer no need buy MODBUS 
hardware dongle, CP341 integrates all. 

Pin

UniMAT UN 300 high-speed I/O module

Voltage and current

Current loss

Diagnostic interrupt

Diagnostic function

AI

AO

A
A

A

UN 300 High-Speed I/O Module

UN 300 Series PLCUN 300 Series PLC
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6

bytes bytes

Transimission rate,Max

Rated supply voltage

Switch-on

Switch-on

Rated

Total tolerance,
static

Weight,approx. 0.6kg 1.1kg

Used to connect remote I/O modules with profibus-DP interface.
Each slave station can connect 8 UN 300 expansion modules.

UN 300 Series PLCUN 300 Series PLC



27 28

Characteristics and main technique parameters
* 24V DC powered by MPI port of PLC,  appox.1w power consumption with over current protection 
  and surge protection.
* 1000V DC isolation voltage,   -10~70℃ working temperature
* RS232 interface has surge protection, RS485 interface has 500W lightning-defend protection and
  over current protection
* RS232 interface baud rate: 9600bps, 19.2Kbps, 38.4Kbps standard baud rate self-adaption
* MPI interface baud rate: 187.5Kbps and 19.2Kbps self-adaption, no need for any other devices. 
* Power indicator, RS232 indicator and MPI indicator, the cable length is 3.5m total.
* Different HMI should use different cables, pls check with the suppliers.

Description 

24V�DC�Optical�Isolation,�3.5MRS�232-MPI�serial-port�Adapter

UN 300 Special AccessoriesUN 300 Special Accessories

UniMAT General Accessories

running of the system.
its various protections secure the safe  

.It

the

Both its
it is hot swappable so that it suits the industrial fields with 

great disturabance&interfence.

portable device such as notebook.

self
-

detected

With power signal;USB communication signal and RS485 communication signal.
Alterable external +24V power supply;USB V2.0 supply power with +5V

b self-adaption

UN 300 Series PLCUN 300 Series PLC

Profibus�Interface

Profibus�Cable
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